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Adjust motor drive torque. Max. 245. Please kindly notethat the higher the torque is, the bigger the current is, and
bigger current will shorten servo life and cause vibration. Adjusting 100% PWMvalue together with this valueallows
you to adjust servo output torque as well.

Boost : BaIlkHEEE iIRERILMGFIEFFEBMEMKAREE  AEXIRYLIGRNEDNEES , BidSEXDSE/ME .

Boost : The Pulse-Width to start the motor. It makes the servo more smooth by adjusting the values. It will cause the
vibration if the value is too small.

Pulse Lower : (F5iREITEE &R IVE). HEFE 900us, FRXITATLANERNATERE . &I 600 us

Pulse Lower Recommended value: 900 us, Min. 600 us.Servo travel range angle Pulse Lower : can be adjusted by
changing this value.

Pulse High : {(FSiR5IEE iR&(RXIE). ##F({E 2100us.,, &=KH 2400 us

Pulse High Recommended value: 2100 us, Max. 2400us

Left Range : FREIRXEKHNAE REGEXE). EFREN O, HFENAHAER) , EHRAEEX , JLILER—IMRET
FEHNFRXI AR

Left Range : To set the Max.value. The value is usually set to be 0.The servo travel degree will decrease with the
value of -, and increase with the value of +. This feature allows you to change the servo degree in corresponding to
the same pulse width.

Right Range : FREIRARKANAEREGEXE). EFiREHN 0, HREAGUAER) , FEHRAEEX , JUEER—IMKRET
HRAE.

Right Range : To set the Max.value. The value is usually set to be 0.The servo travel degree will decrease with the
value of -, and increase with the value of +. This feature allowsyou to change the servo degree in corresponding to
the samepulse width.

Neutral : Bt AR SAH ARENPSMUE  EFREHR0, WEAERE.,

Neutral : This feature allows you to set your Center point. The value is usually set to be 0. Please do not change this
value.

Drive Frequency : EBH|3RENSAEE #FF(E 330. 19531, FIRERASEKENEE. TLARD RIS,

Drive Frequency : It allows you to lower the squeaky noiseof the servo. Recommended value: 330, 19531. Other
value may cause servo

malfunction. g8 BIRK :

Internal Osc : UEREAMEEEIEFIGL , HEFZMUMETIMEZZRENDTIE , BEAEMARE , SWERNSARIE~STE,
Internal Osc : When this feature is chosen,external oscillator is unnecessory. Please don’ t change this mode or else
it will cause servo malfunction.

Inverter : fERAIZHIG , EFZ A RRENISREER,

Inverter : To change the direction of rotation of the servo for a given stick movement direction.100% PWM :

100% PWM fEgei=hlf, "ILAETSRENELHEN.

Adjust servo torque.

Narrow Band : FIFiE , #EFZ(UE IC BREREHBMER , (FSRACESESZUNERLEEN  WLRAETES , WRR
PERRIN AR SIS | ISR EIER.

When Narrow Band is chosen,IC is set to be Narrow Band mode, the range of signal recognition will be changed.
Please do not choose thisfeature if the gyro doesn’ t support Narrow Band mode.
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