fetmiz+
EMAX Servo Progrgm Card

4R T2+ 5 A 15 AR 45
Servo Programmer user manual

1: iE5%MMEs L FEHBRNRE , FTEMULMT http://www.yinyanmodel.com/servo program card driver.rar
Please download thesoftware from here:http://www.yinyanmodel.com/servo program card driver.rar
2 BEXHRBRE  EEREIEE  EREINEBZAFEMEHRSREXA , 815360 Z2Et.
Expand the Zipped format file and disable the antivirus softwares before you install the software to the computer.
3. fIAMERINER , 18 Driver XK THAY USBXpressinstaller.exe X 17 , ERIRFR—L—FHREY.
Open the file as unzipped before,Double-click the file (named USBXpressInstaller.exe under the folder named Driver)
to begin installation.
4 EFREhEEE , NRFSWHEM 360 177, BEEXHNES  FEMR , SWRHTEFET.
Restart the computor,please do not remove the file evenif any warning pops up.
5:THRM , AILAIBHREMT :

Run the software, and you will see the interface as below:
4 Digital Servo Configer VLE X

toad | save |

Servo Config

Dead Band(0.2-51us ) [>2 j Stretcher : 16 -
Max. Duty(1-255) 200 | Boost(nx12.8us) [156 =
Puise Lower{ us ) 1060 = pulse upper( us)  [2000 =
Left Range(64-+64)  1° | Rght Range(-64+64) [0 i
Neutral(+_1000) fo o Frequencyiz) : [230 7]

I Intemal 0SC I Tnverter I OL Protect

™ 100%PWM I~ Narrow Band
Reset Paramet

Program

Read Config | Write Config |

Ir ] Reflash USB
[

18420 USB —SLIBARBE , Sb—LBARNFRETR | SRIVBAIIRBENIFEBEAIIREFRD , XBIFRE REFLASHUSB, THRE
TOEHBKNEE , TETHEE , ENRINFEZINEXAEIFESE Read config, SR RHREXMENMNEIRER | BT BEHETRN
BEAREERER  FRABIRRESAVE, BREERSE , IRRERBRNIERES  JURE load SREFEHRRA , AR[E Write
config, AILIEISRIGERF. (ESTIEPITETRBAEZIE, ERPLIBARESR  FEMXARGBNHEELRERBEFAENR
BER, MREREFRAFLER  RETEENRRR)

Connect the USB adapter to PC and the Servo Programmer, the servo MUST be connected to USB adapter correctly.
(Please pay attention to thewires.) Click the “REFLASH USB” button, and the PCindicates that the servois found,

and the Green LED is ON. Before you change any programming values, please choose the button “Read config”

and you will see the default settings of the servo, click “Save” button to save the defaut settings of the servo.This

is useful if there is any problem after any programming values are changed,you can resume the default settings by
clicking the “load” button then “Write config” button. (The Green LED is on indicating that the programming

goes on smoothly. If the Red LED is on, please turn off the software and check if the wires are connected correctly.

If itthe Red LED is still on, please re-install the software)

BERZANBRE , EEREBLATRBER , ERTREIRRE Write config EFRBARET .

After the software is read, you can set the valuesaccording to the following instruction. Clink the “Write config”
button to write the program to the servo.

EPRRBHEAZRNA S | BERTRENERARNRAREHSHBEHAHHHONE , FRARERAXRES | BrRiGERNENEY
WBAEHN . B1SEIE ES09D,ESO9MD, ES3351, ES3352, ES9256HV,ES9257, ES9258, ES9054, ES9254, ES9255 HRMERIER
BEMEPR , REBHMRATLMEN , Bi)2F—IHEEHRRES.

Programmable servos:EMAX ES09D,ES09MD , ES3351, ES3352, ES9256HV,ES9257, ES9258, ES9054, ES9254,
ES9255 (more new servos will beadded to this list)

EEEEE :

Programming

Dead Band : REPEIRE RERNEBMENEDELESEE  SIEATRERNIBE  KEE) , BRNRPEES , RZURZ ,
RPETBEMBDTENEHEE.

Dead Band is the range of signal over which the servo does not change position in response to a change in signal.

The smaller the value is, the more sensitive the servo is. It will cause vibration or shorten the life for servos if this

value is set too low.

Stretcher : {82 8 IRE AR BESEIFUBEIRENMALLH | ILRERFE.

Stretcher :Please do not change this value.

Max.Duty : RA&ZELL REBNMENHE  BAERFAERD 245, X—IAESE 100%PWM T LARERISLED , RiiRift
MipgEtis  ARMREES , DEEX , BiREX , ENSGE , BEMENEs

EMAX www.emaxmodel.com
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